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Title: Interpretation of 675 IAC 19-4 Indiana Energy Conservation Cod
and 5.7.2

Date: March 3, 2015

- 'cy is to clarify that
ational Energy
s provided in 675

variances are not required for projects that comply
Conservation Code (2009 IECC) when using the cd

IAC 19-4, Section 5.7.1 and 5.7.2. The 2009 IEC® incoxa
reference.

comphance, either ASHRAE of odel code in

IECC may be used as
such software programs.
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Title: Interpretation of 675 IAC 14 Indiana Building Code, Section R4
Date: December 1, 2015

- Purpose and Background: The purpose of this non-rule p
requirements for anchor bots at interior load bearing wald

Interpretation: The Commission hereby interpre
anchoring at load bearing interior walls resisting B
monolithic slabs.
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Title: Interpretation of 675 TAC 18 Indiana Mechanical Code, Table 40

Date: December 1, 2015

the section of Table 403.3 with the heading “Privatc g##€llings, single and multiple,”
Kitchens are allowed to have intermittent exhausigéa potnote “b” listed
after the word “Kltchens” refers to Section 403..

#either practical, nor did the Commission
irement when adopting the 2014 IMC.

g £%03.3. No variance is required under this section for a dwelling
eEexhaust fan complying with footnote “f” for 100 cfm fan operating
. Where a continyous exhaust fan is designed for a dwelling unit kitchen,

Fmet vﬁth a 25 ofm continuous exhaust, regardless of the size of the kitchen and
to adjacent communicating spaces. Transfer air is permitted to be used as
~up air in accordance with Section 403.2.2.
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Title: Interpretation of 675 JAC 18 Indiana Mechanical Code, Table 507
507.2.2 and 507.2.3

md Sections

Date: December 1, 2015

cy is 1o clarify the hood
ildi  are not Retail Food

Purpose and Background: The purpose of this non-ru
requirements for residential appliances used in Clas
Service Establishments regulated by 410 IAC 7-24

72.29nd 507.2.3 1o
ppliances used in

Interpretation: The Commission hereby interprets Table 3
not require either Type I or Type Il hoods for residential cookng
warming kitchens and employee break rooms in other than Reta
Establishments regulated by 410 IAC 7-24.
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INTERPRETATION BY ¥
THE FIRE PREVENTION AND BUILDING SAFETY COMMISSION 0%

Title: Interpretation of 675 IAC 13-2.6 Indiana Building Code, Section 7§ :
1107.6.2.1

Date: December 1, 2015
Purpose and Background: The purpose of this non- ot cy isto clanfy the
. requirement to provide Type A dwelling units in R-
convents.

Interpretation: The Commission hereby interprets 1107,
apartments, monasteries and convents, this section apphes o & cases where Type A
units are provided in lieu of Type B units, under Section 1107.6.3



